LOG GRAPPLIES

LXG300 Series—Tractor

PRODUCT FEATURES

- Tines Constructed with AR400 Steel
- Symmetric Bypass-Grapple
- Curved Boom
- Greaseless Bearings

Visit wallensteinequipment.com for more information—including product demonstration videos.


**LXG320S 48”**

- Grapple Opening: 3” - 48” (8 cm - 122 cm)
- Total Weight: 350 lbs (159 kg)
- Lift Capacity: 3000 lbs (1360 kg)
- HP Range: 20 - 60
- Clamp Force: 9400 lbs (4264 kg)
- Dimensions (LxWxH): 51” x 52” x 43” (130 cm x 132 cm x 109 cm)

**LXG320R 48”**

- Grapple Opening: 3” - 48” (8 cm - 122 cm)
- Total Weight: 353 lbs (160 kg)
- Lift Capacity: 3000 lbs (1360 kg)
- HP Range: 20 - 60
- Clamp Force: 9400 lbs (4264 kg)
- Dimensions (LxWxH): 51” x 52” x 43” (130 cm x 132 cm x 109 cm)

**LXG330S 72”**

- Grapple Opening: 3” - 72” (8 cm - 182 cm)
- Total Weight: 836 lbs (380 kg)
- Lift Capacity: 4500 lbs (2041 kg)
- HP Range: 60 - 180
- Clamp Force: 21000 lbs (9525 kg)
- Dimensions (LxWxH): 70” x 76” x 56” (178 cm x 193 cm x 143 cm)

**LXG330R 72”**

- Grapple Opening: 3” - 72” (8 cm - 182 cm)
- Total Weight: 888 lbs (403 kg)
- Lift Capacity: 4500 lbs (2041 kg)
- HP Range: 60 - 180
- Clamp Force: 21000 lbs (9525 kg)
- Dimensions (LxWxH): 68” x 76” x 67” (173 cm x 193 cm x 171 cm)

**LXG330RP 72”**

- Grapple Opening: 3” - 72” (8 cm - 182 cm)
- Total Weight: 1229 lbs (558 kg)
- Lift Capacity: 4500 lbs (2041 kg)
- HP Range: 60 - 180
- Clamp Force: 21000 lbs (9525 kg)
- Dimensions (LxWxH): 68” x 76” x 70” (173 cm x 193 cm x 178 cm)
- Grapple Rotation: 360°
- Mounting System: Cat II & III
- Minimum Hydraulic Flow: 5 gpm (19 lpm)
- Rotator/Pivot Rating: 9000 lbs (4082 kg)
- Push Bar Width: 19” (48 cm)

- Winch Pulling Capacity: 9000 lbs (4082 kg)
- Winch Rope Length: 100’ (30 m)
- Extendable Boom: 24’ (7.3 m)
- Push Bar Width: 19” (48 cm)
- Rotator/Pivot Rating: 9000 lbs (4082 kg)
LOG GRAPPLIES

LXG400 Series—Skidsteer

PRODUCT FEATURES
Tines Constructed with AR400 Steel
Symmetric Bypass-Grapple
Cantilever Cradle
Curved Boom
Greaseless Bearings

Visit wallensteinequipment.com for more information—including product demonstration videos.
<table>
<thead>
<tr>
<th>Model</th>
<th>Width</th>
<th>Grapple Opening</th>
<th>Lift Capacity</th>
<th>HP Range</th>
<th>Clamp Force</th>
<th>Dimensions (LxWxH)</th>
<th>Total Weight</th>
<th>Grapple Rotation</th>
<th>Mounting System</th>
<th>Minimum Hydraulic Flow</th>
<th>Push Bar Width</th>
<th>Rotator/Pivot Rating</th>
<th>Total Weight</th>
<th>Winch Pulling Capacity</th>
<th>Winch Rope Length</th>
<th>Extendable Boom</th>
<th>Push Bar Width</th>
<th>Rotator/Pivot Rating</th>
<th>Grapple Rotation</th>
</tr>
</thead>
<tbody>
<tr>
<td>LXG420S</td>
<td>48&quot;</td>
<td>3&quot; - 48&quot; (8 cm - 122 cm)</td>
<td>3000 lbs (1360 kg)</td>
<td>30 - 70</td>
<td>9400 lbs (4264 kg)</td>
<td>51&quot; x 52&quot; x 44&quot; (130 cm x 132 cm x 112 cm)</td>
<td>560 lbs (254 kg)</td>
<td>180°</td>
<td>Universal Skidsteer Quick Attach Plate</td>
<td>5 gpm (19 lpm)</td>
<td>6750 lbs (3062 kg)</td>
<td>560 lbs (254 kg)</td>
<td>10 gpm (38 lpm)</td>
<td>100 (30 m)</td>
<td>19&quot; (48 cm)</td>
<td>360°</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>LXG420R</td>
<td>48&quot;</td>
<td>3&quot; - 48&quot; (8 cm - 122 cm)</td>
<td>3000 lbs (1360 kg)</td>
<td>30 - 70</td>
<td>9400 lbs (4264 kg)</td>
<td>51&quot; x 52&quot; x 44&quot; (130 cm x 132 cm x 112 cm)</td>
<td>560 lbs (254 kg)</td>
<td>180°</td>
<td>Universal Skidsteer Quick Attach Plate</td>
<td>5 gpm (19 lpm)</td>
<td>6750 lbs (3062 kg)</td>
<td>560 lbs (254 kg)</td>
<td>10 gpm (38 lpm)</td>
<td>100 (30 m)</td>
<td>19&quot; (48 cm)</td>
<td>360°</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>LXG430S</td>
<td>72&quot;</td>
<td>3&quot; - 72&quot; (8 cm - 182 cm)</td>
<td>4500 lbs (2041 kg)</td>
<td>70 - 100</td>
<td>21000 lbs (9525 kg)</td>
<td>69&quot; x 76&quot; x 53&quot; (176 cm x 193 cm x 135 cm)</td>
<td>1050 lbs (476 kg)</td>
<td>360°</td>
<td>Universal Skidsteer Quick Attach Plate</td>
<td>5 gpm (19 lpm)</td>
<td>6750 lbs (3062 kg)</td>
<td>1050 lbs (476 kg)</td>
<td>10 gpm (38 lpm)</td>
<td>100 (30 m)</td>
<td>19&quot; (48 cm)</td>
<td>360°</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>LXG430R</td>
<td>72&quot;</td>
<td>3&quot; - 72&quot; (8 cm - 182 cm)</td>
<td>4500 lbs (2041 kg)</td>
<td>70 - 100</td>
<td>21000 lbs (9525 kg)</td>
<td>69&quot; x 76&quot; x 53&quot; (176 cm x 193 cm x 135 cm)</td>
<td>1050 lbs (476 kg)</td>
<td>360°</td>
<td>Universal Skidsteer Quick Attach Plate</td>
<td>5 gpm (19 lpm)</td>
<td>6750 lbs (3062 kg)</td>
<td>1050 lbs (476 kg)</td>
<td>10 gpm (38 lpm)</td>
<td>100 (30 m)</td>
<td>19&quot; (48 cm)</td>
<td>360°</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>LXG430RP</td>
<td>72&quot;</td>
<td>3&quot; - 72&quot; (8 cm - 182 cm)</td>
<td>3000 lbs (1360 kg)</td>
<td>70 - 100</td>
<td>21000 lbs (9525 kg)</td>
<td>69&quot; x 76&quot; x 53&quot; (176 cm x 193 cm x 135 cm)</td>
<td>1124 lbs (510 kg)</td>
<td>360°</td>
<td>Universal Skidsteer Quick Attach Plate</td>
<td>5 gpm (19 lpm)</td>
<td>6750 lbs (3062 kg)</td>
<td>1124 lbs (510 kg)</td>
<td>10 gpm (38 lpm)</td>
<td>100 (30 m)</td>
<td>19&quot; (48 cm)</td>
<td>360°</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
LOG GRAPPLIES

LXG200 Series—Mini-Skidsteer

PRODUCT FEATURES
Bypass Grapple
Cantilever Cradle
Curved Boom

Visit wallensteinequipment.com for more information—including product demonstration videos.
LXG210S 40"

- Grapple Opening: 3" - 40" (8 cm - 102 cm)
- Lift Capacity: 1000 lbs (454 kg)
- HP Range: 20 - 40
- Clamp Force: 9400 lbs (4264 kg)
- Dimensions (LxWxH): 47" x 44" x 40" (120 cm x 112 cm x 102 cm)
- Total Weight: 285 lbs (130 kg)
- Grapple Rotation: 180°
- Mounting System: Universal Mini Skidsteer Plate
- Minimum Hydraulic Flow: 4 gpm (15 lpm)
- Rotator/Pivot Rating: 6750 lbs (3062 kg)
- Dimensions (LxWxH): 47" x 44" x 40" (120 cm x 112 cm x 102 cm)

LXG210SB 40"

- Grapple Opening: 3" - 40" (8 cm - 102 cm)
- Lift Capacity: 1000 lbs (454 kg)
- HP Range: 20 - 40
- Clamp Force: 9400 lbs (4264 kg)
- Dimensions (LxWxH): 47" x 44" x 40" (120 cm x 112 cm x 102 cm)
- Total Weight: 343 lbs (156 kg)
- Grapple Rotation: 180°
- Mounting System: Mini Skidsteer Plate (Bobcat)
- Minimum Hydraulic Flow: 4 gpm (15 lpm)
- Rotator/Pivot Rating: 6750 lbs (3062 kg)